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TECTUS  TE 210 3D
for quality doors

Completely concealed hinge system for quality doors up to 40 kgs.

Descriptive text:
SIMONSWERK hinge TECTUS TE 210 3D.
Completely concealed for unrebated doors with wood, steel or
aluminium frames. Opening angle up to 180°,  Size 140 mm, right hand
and left hand applicable, maintenance-free slide bearings, 
three-dimensionally adjustable: Side +/- 3 mm, height +/- 2,5 mm,
depth +/- 1,5 mm, finish: ...

Block Frame: No additional fixing device necessary.
Casing frame: With galvanised fixing plate TECTUS TE 210 3D FZ/1
Steel frame: With galvanised or stainless steel receiver 
TECTUS TE 210 3D SZ
Aluminium frame: With receiver supplied by frame manufacturer

Fitting with:
Universal Milling Frame with template nr. 5 250663 6 (frame) and
template nr. 5 250664 6 (door leaf)
- Drilling Jig TECTUS TE 210 3D frame

Finishes available:
Stainless steel effect
F1-coloured
F2-coloured
Further finishes on request.

Technical Data:
Opening angle 180 degrees
Load capacity 40 kgs
Size 140 mm
Diameter of cutter 16 mm
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TECTUS  TE 310 3D
for premium choice doors

Completely concealed hinge system for premium choice doors up to
60 kgs.

Descriptive text:
SIMONSWERK hinge TECTUS TE 310 3D.
Completely concealed for unrebated doors with wood, steel or
aluminium frames. Opening angle up to 180°, size 140 mm, right hand
and left hand applicable, maintenance-free slide bearings, 
three-dimensionally adjustable: Side and height +/- 3 mm, depth 
+/- 1 mm, finish: ...

Block frame: No additional fixing device necessary
Casing frame: With galvanised fixing plate TECTUS TE 310 3D FZ/1
Steel frame: With galvanised or stainless steel receiver
TECTUS TE 310 3D SZ
Aluminium frames: With receiver supplied by frame manufacturer

Fitting with:
Universal Milling Frame with template nr. 5 250371 6 (frame) and
template nr. 5 250370 6 (door leaf)
- Drilling Jig TECTUS TE 310 3D frame

Available finishes:
Stainless steel effect
F1-coloured
F2-coloured
Further finishes on request.

Technical Data:
Opening angle 180 degrees
Load capacity 60 kgs
Size 140 mm
Diameter of cutter 24 mm
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TECTUS  TE 510 3D
for high performance doors

Completely concealed hinge system for unrebated doors up to
100 kgs.

Descriptive text:
SIMONSWERK high performance hinge TECTUS TE 510 3D.
Completely concealed for unrebated doors with wood, steel or
aluminium frames. Opening angle up to 180°, size 180 mm, right hand
and left hand applicable, maintenance-free slide bearings, 
three-dimensionally adjustable: side and height +/- 3 mm, depth 
+/- 1 mm, finish: ...

Block frame: No additional fixing device necessary
Casing frame: With galvanised fixing plate TECTUS TE 510 3D FZ/1
Steel frame: With galvanised or stainless steel receiver
TECTUS TE 510 3D SZ
Aluminium frame: With receiver supplied by frame manufacturer

Fitting with:
Universal Milling Frame with template nr. 5 250374 6 (frame) and
template nr. 5 250600 6 (door leaf)
- Drilling Jig TECTUS TE 510 3D frame

Available finishes:
Stainless steel effect
F1-coloured
F2-coloured
Further finishes on request.

Technical Data:
Opening angle 180 degrees
Load capacity 100 kgs
Size 180 mm
Diameter of cutter 24 mm
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TECTUS  TE 630 3D
for heavy-duty doors

Completely concealed hinge system for heavy-duty doors up to
200 kgs.

Descriptive text:
SIMONSWERK heavy-duty hinge TECTUS TE 630 3D.
Completely concealed for unrebated doors with wood, steel or
aluminium frames. Opening angle up to 180°, Size 240 mm, right hand
and left hand applicable, maintenance-free slide bearings, 
three-dimensionally adjustable: side and height +/- 3 mm, depth 
+/- 1 mm, finish: ...

Block frame: No additional fixing device necessary
Casing frame: With galvanised fixing plate TECTUS TE 630 3D FZ/1
Steel frame: with galvanised or stainless steel receiver 
TECTUS TE 630 3D SZ
Aluminium frame: With receiver supplied by frame manufacturer

Fitting with:
Universal Milling Frame with template nr. 5 250659 5 (frame, step 1), 
nr. 5 250660 5 (frame, step 2), nr. 5 250661 5 (door leaf, step 1) and 
nr. 5 250662 5 (door leaf, step 2)

Available finishes:
Stainless steel effect
F1-coloured
F2-coloured
Further finishes on request.

Technical Data:
Opening angle 180 degrees
Load capacity 200 kgs
Size 240 mm
Diameter of cutter 24 mm
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Adjustment

1. Adjust the adjusting spindle        using Allan key 4 mm.

Twist left - towards hinge (max. 3 mm)

Twist right - towards lock (max. 3 mm)

Side adjustment

1

Height adjustment

1. Wedge the door.

2. Slightly loosen the clamping screws        .

3. Bring the door to the correct height.

4. Retighten the clamping screws        .

2

2

Depth adjustment

1. Slightly loosen clamping screws        by using Allan key 4 mm.

2. Put the door into the correct depth.

3. Retighten the clamping screws        .
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Name TE 210 TE 310 TE 510 TE 630 Cable set

TE 510 and TE 630
Available for Opening angle 180 180 180 180

Capacity (KG) 40 60 100 200 x

Size (mm) 140 141 180 210

Cable bridge x x available available

Availability Non stock item Stock item Non stock item Non stock item Non stock item
Lead 7-9 weeks Lead 7-9 weeks Lead 7-9 weeks Lead 7-9 weeks

Product Summary and Availability

(b) Stainless Steel Look (galvanised)

Colour Options

(a) Powder Coating F1 (grey)
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TECTUS  TE 510 3D MK
Retrofit cable set

Accessory set for concealed power line
To comply with requirements for door sets it is often necessary to fit
a cable conduit from the door leaf to the frame. Block locks, reed
contacts and LED components embedded in the door leaf and/or any
escape door openers within fixed door leafs require a power line.
With TECTUS, the completely concealed hinge system, the
necessary structure is already integrated. All you need is the cable
set to be added. No additional cutting is required on the door leaf and
frame. So the profile geometry remains strong, the manufacturing
costs are lower and the solution is visually more attractive. The cable
set is suitable for an opening angle of up to 180°.

Scope of delivery:
TECTUS TE 510 3D MK cable set, comprising:
5 m cable with cable plug for door leaf 
3 m cable with cable socket for frame 
1 tension spring
2 compression springs (return springs)
Strain relief clamps and cable ties
Cover plates for door leaf and frame section

Available finishes:
Stainless steel look (galvanised surface)
F1-colour powder coated
F2-colour powder coated

Technical Data:
No. of wires 4
Wire cross section 0,25 mm2

Max. voltage 48 V
Max. current 4 A

Opening angle 180 degrees
Load capacity 100 kgs
Size 180 mm
Diameter of cutter 24 mm
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TECTUS  TE 630 3D MK
Retrofit cable set

Accessory set for concealed power line
To comply with requirements for door sets it is often necessary to fit
a cable conduit from the door leaf to the frame. Block locks, reed
contacts and LED components embedded in the doorleaf and/or any
escape door openers within fixed door leafs require a power line.
With TECTUS, the completely concealed hinge system, the
necessary structure is already integrated. All you need is the cable
set to be added. No additional cutting is required on the door leaf and
frame. So the profile geometry remains strong, the manufacturing
costs are lower and the solution is visually more attractive. The cable
set is suitable for an opening angle of up to 180°.

Scope of delivery:
TECTUS TE 630 3D MK cable set, comprising:
5 m cable with cable plug for door leaf 
3 m cable with cable socket for frame 
1 tension spring
2 compression springs (return springs)
Strain relief clamps and cable ties
Cover plates for door leaf and frame section

Available finishes:
Stainless steel look (galvanised surface)
F1-colour powder coated
F2-colour powder coated

Technical Data:
No. of wires 4
Wire cross section 0,25 mm2

Max. voltage 48 V
Max. current 4 A

Opening angle 180 degrees
Load capacity 200 kgs
Size 240 mm
Diameter of cutter 24 mm
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